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MD 725 IS ASSUMED TO RUN
IN AN EAST—WEST DIRECTION

POLE MOUNTED CONTROLLER
AT MD 725 AND BROWN
STATION RD. (APPROX. 200’)
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INSTALL INTERCONNECT CABLE
IN EXISTING CONDUIT TO THE

ey 7

9
{<}: John Rogers 8LV

D3—2 DUAL FACED SIGN
(VARIABLE X 16 IN.)

10
[John Rogers *" >

D3—2 DUAL FACED SIGN
(VARIABLE X 16 IN.)

PROPOSED
SIGNS

8

LEFT TURN

YIELD

ON GREEN

R10-12
(36 IN. x 42 iN.)

RIGHT—OF —WAY LINE

JOHN ROGERS BLVD. | 3 | MD
PROPOSED
SIGNAL HEADS NEMA PHASING
2 1,3—7 @ 1 7 2 g 4

N
W3—3 SIGN A
(36 IN. X 36 IN.)
'NEW’ PANEL _
(24 IN. X 24 IN.) "
AND FLAGS
7 6 FLASHING
OPERATION

PHASING NOTES:

1. PHASES ASSOCIATED BY A SOLID LINE WILL NOT OPERATE CONCURRENTLY.
2. PHASES ASSOCIATED BY A DASHED LINE MAY/WILL OPERATE CONCURRENTLY.

=
o

-
o /
-
-
-
”
-

A
70 \
A
B
c
D
E
F
e
H
J
K
L
M
N
0
P
Q
S
S

LEGEND OF UNDERGROUND
AND OVERHEAD UTILITIES

AERIAL CABLE ’ e i/ MD 725 AND JOHN ROGERS BLVD:
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CONSTRUCTION DETAILS
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o BUILDING

INSTALL 21 FT. STEEL POLE WITH TWIN 50 FT./40 FT. MAST ARMS, SIGNAL HEADS, AND SIGNS

(NOTE:  1-~2 IN. SCHEDULE 80, 90 DEGREE POLYVINYL CHLORIDE CONDUIT BEND) CON ON NOTES
INSTALL 14 FT. BREAKAWAY PEDESTAL POLE WITH SIGNAL HEAD (NOTE: 1—2 IN SCHEDULE 80, STRUCTION 3
90 DEGREE POLYVINYL CHLORIDE CONDUIT BEND) 1. THE MAST ARM POLE SHALL BE INSTALLED TO OBTAIN 2’ CLEARANCE FROM OVERHEAD C&P CABLES

INSTALL NEMA SIZE '6’ BASE MOUNTED CABINET AND CONTROLLER WITH ALL NECESSARY
EQUIPMENT (NOTE: 2—2 IN. SCHEDULE 80, AND 2-4 IN. SCHEDULE 80, €0 DEGREE

POLYVINYL CHLORIDE CONDUIT BENDS) , T RAFF'C CONCEPTS y INC.

INSTALL HANDHOLE

INSTALL 1 IN. LIQUID—TIGHT, FLEXIBLE NON—METALLIC CONDUIT (DETECTOR WIRE SLEEVE)
INSTALL 2 IN. SCHEDULE 80 RIGID POLYVINYL CHLORIDE ELECTRICAL CONDUIT (TRENCHED) : . : .
INSTALL 2 IN. SCHEDULE 80 RIGIZ POLYVINYL CHLORIDE ELECTRICAL CONDUIT EBORED% Brightview Business Center
INSTALL 4 IN. SCHEDULE 80 RIGID POLYVINYL CHLORIDE ELECTRICAL CONDUIT (BORED 8258 Veterans Highway
INSTALL 4 IN. SCHEDULE 80 RIGID PCLLYVINYL CHLORIDE ELECTRICAL CONDUIT (TRENCHED) ; _ =
INSTALL 4 [N. SCHEDULE 80 RIGID POLLYVINYL CHLORIDE ELECTRICAL CONDUIT (SLOTTED) Suite 19B :
INSTALL 6 FT. X 30 FT. QUADRUPOLE TYPE LOOP DETECTOR ENCASED IN 1/4 IN. FLEXIBLE Millersville, MD 21108
TUBING (3—6—3 WINDING)
INSTALL MICROLOOP PROBE SET : (410) 987-0427
INSTALL 24 IN. WHITE PERMANENT PREFORMED PAVEMENT MARKING TAPE
INSTALL W3—3 SIGN ON TWO TREATED WOGD POSTS APPROXIMATELY 300 FT. IN ADVANCE . . _ LOG MILE NO. 16072500.11
OF THE STOPLINE :
USE EXISTING HAEE%ILI’OLE REVISIONS ﬁ?PROVALSfJ REVISIONS MARYLAND DOT — STATE HIGHWAY ADMINISTRATION

EXISTING CONDUIT e/ TRy : :
TRIM TREE AS REQUIRED TO OBTAIN ADEQUATE SIGNAL SIGHT DISTANCES a7/ A s Office of Traffic & Sofety :
INSTALL 2 IN. SCHEDULE 80 PVC ELECTRICAL CONDUIT TRENCHED FOR PROPOSED e
UNDERGROUND ELECTRIC SERVICE BY PEPCO ASSISTANT oiwss%:g’fCHEF TRAFFIC ENGINEERING DESIGN DIVISION

2. THE MAST ARM FOR SIGNAL HEAD 7 SHALL BE CRIENTED 7O RUN PARALLEL TO THE OVERHEAD UTILITY LINES
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TRAFFIC SIGNALIZATION PLAN
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